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TURNING

GENERAL TURNING

GESAC

Turning Inserts(Negative)

DNOIC

Rhombic 55° with Hole

Dimension(mm) Coated Uncoated |Cermet
Ordering Code
6|5|65585/35|358(86]5|656|6|66|6

DNMG110404-GF | 11.6 | 9.525 | 4.76 |3.81| 0.4 [ ]
DNMG110408-GF | 11.6 | 9.525 | 4.76 |3.81| 0.8 [ ] [ ]
DNMG150404-GF |15.5| 12.7 | 4.76 |5.16| 0.4 [ ] (¢]
DNMG150408-GF |15.5| 12.7 | 4.76 |5.16| 0.8 [ ]
DNMG150604-GF |15.5| 12.7 |6.35|5.16| 0.4 °
DNMG150608-GF |15.5| 12.7 | 6.35|5.16| 0.8 o
DNMG110404-QF |11.6 | 9.525 | 4.76 |3.81| 0.4 [ ] [ ] O | O
DNMG110408-QF |11.6 | 9.525 | 4.76 |3.81| 0.8 [ ] [ ] o | O
DNMG150404-QF |15.5| 12.7 |4.76 |5.16| 0.4 [ ] [ ] [ BN}
DNMG150408-QF |15.5| 12.7 |4.76 |5.16| 0.8 (@ | ® [ ] o o|e
DNMG150604-QF |15.5| 12.7 |6.35|5.16| 0.4 [ ) [ ] o|e
DNMG150608-QF |15.5| 12.7 [6.35|5.16|/ 0.8 (@ | @ ° o (o6}
DNMG110404-SF | 11.6 | 9.525 | 4.76 |3.81| 0.4 o
DNMG110408-SF | 11.6 | 9.525 | 4.76 |3.81| 0.8 o
DNMG150404-SF |15.5| 12.7 | 4.76 |5.16| 0.4 °
DNMG150408-SF |15.5| 12.7 | 4.76 |5.16| 0.8 °
DNMG150604-SF | 15.5| 12.7 |6.35|5.16| 0.4 [ ]
DNMG150608-SF |15.5| 12.7 |6.35 |5.16| 0.8 o
DNMG110404-GM | 11.6 | 9.525 | 4.76 |3.81| 0.4 ¢) [ ]
DNMG110408-GM | 11.6 | 9.525 | 4.76 |3.81| 0.8 [ ] [ ]
DNMG150404-GM | 15.5| 12.7 |4.76 |5.16| 0.4 ¢) [ ]
DNMG150408-GM | 15.5| 12.7 |4.76 |5.16| 0.8 o [ ]
DNMG150412-GM | 15.5| 12.7 | 4.76 |5.16| 1.2 [ ]
DNMG150604-GM | 15.5| 12.7 | 6.35 |5.16| 0.4 O (¢]
DNMG150608-GM | 15.5| 12.7 | 6.35 |5.16| 0.8 (¢]
DNMG150612-GM | 15.5| 12.7 | 6.35 |5.16| 1.2 ° [ ]
DNMG150616-GM | 15.5| 12.7 | 6.35 |5.16| 1.6 (¢] (¢]
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eStock oAvailable Upon Order



