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Ordering Code

Dimension(mm) Coated Uncoated Cermet

L D S d1 R

WNMG06T304-GF 6.5 9.525 3.97 3.81 0.4 ● ○
WNMG060404-GF 6.5 9.525 4.76 3.81 0.4 ●
WNMG06T308-GF 6.5 9.525 3.97 3.81 0.8 ● ○
WNMG060408-GF 6.5 9.525 4.76 3.81 0.8 ●
WNMG080404-GF 8.7 12.7 4.76 5.16 0.4 ●
WNMG080408-GF 8.7 12.7 4.76 5.16 0.8 ● ●
WNMG060404-QF 6.5 9.525 4.76 3.81 0.4 ● ● ○ ○
WNMG060408-QF 6.5 9.525 4.76 3.81 0.8 ● ● ○ ○
WNMG080404-QF 8.7 12.7 4.76 5.16 0.4 ● ● ● ● ○ ● ●
WNMG080408-QF 8.7 12.7 4.76 5.16 0.8 ● ● ● ● ○ ● ●
WNMG060404-SF 6.5 9.525 4.76 3.81 0.4 ●
WNMG060408-SF 6.5 9.525 4.76 3.81 0.8 ●
WNMG080404-SF 8.7 12.7 4.76 5.16 0.4 ●
WNMG080408-SF 8.7 12.7 4.76 5.16 0.8 ●
WNMG06T304-GM 6.5 9.525 3.97 3.81 0.4 ● ●
WNMG06T308-GM 6.5 9.525 3.97 3.81 0.8 ● ●
WNMG06T312-GM 6.5 9.525 3.97 3.81 1.2 ● ●
WNMG060404-GM 6.5 9.525 4.76 3.81 0.4 ● ●
WNMG060408-GM 6.5 9.525 4.76 3.81 0.8 ●
WNMG080404-GM 8.7 12.7 4.76 5.16 0.4 ●
WNMG080408-GM 8.7 12.7 4.76 5.16 0.8 ● ●
WNMG080412-GM 8.7 12.7 4.76 5.16 1.2 ● ●
WNMG080416-GM 8.7 12.7 4.76 5.16 1.6 ○ ●
WNMG060404-QM 6.5 9.525 4.76 3.81 0.4 ● ● ○ ○ ○
WNMG060408-QM 6.5 9.525 4.76 3.81 0.8 ● ● ○ ○
WNMG060412-QM 6.5 9.525 4.76 3.81 1.2 ● ○
WNMG080404-QM 8.7 12.7 4.76 5.16 0.4 ● ● ○ ● ○ ○ ● ●
WNMG080408-QM 8.7 12.7 4.76 5.16 0.8 ● ● ● ● ○ ○ ● ●
WNMG080412-QM 8.7 12.7 4.76 5.16 1.2 ● ● ● ● ○ ○
WNMG080416-QM 8.7 12.7 4.76 5.16 1.6 ● ●
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Trigon 80° with Hole
WN□□
Turning Inserts(Negative)

●Stock   ○Available Upon Order


